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DOOR
Alcove 9a

Rack09A01 Rack09A02 Rack09A03 Rack09A04 Rack09A05 Rack09A06 Rack09A07

Rack09A08 Rack09A09 Rack09A10 Rack09A11 Rack09A12 Rack09A13 Rack09A14

Blower Blower Blower

The Node Card in
this rack is Number 3

The Node Card in
this rack is Number 5

yo8-qgt-ps
Node Card Port#5-8
S=R10-C-J12 (MADC)
I=R10-C-J13 (MADC)
V=R10-C-J14 (MADC)
J=R10-C-J15 (MADC)
SetIn=R4-Slot 8
HiVSetIn=R9-Slot 20-2
JCmdIn=R9-Slot 7-2

Vme Crate ps3
V102 (slot7) feeds
Jump Cmd to G.T.
V4122 (slot 20) feeds
Hi-V Set to G.T.

HiVSetIn x 2
JCmdIn x 2

bi8-qgt-ps
Node Card Port#3-8
S=R9-C-J12 (MADC)
I=R9-C-J13 (MADC)
V=R9-C-J14 (MADC)
J=R9-C-J15 (MADC)
SetIn=R2-Slot 8
HiVSetIn=R9-Slot 20-1
JCmdIn=R9-Slot 7-1
bi8-qgt-ps
SetIn signal from
card in slot 8 here

yo8-qgt-ps
SetIn signal from
card in slot 8 here

bi8-rot3-1

bi8-rot3-2

yo8-rot3-1

yo8-rot3-2

Node Card Port#3-9

Node Card Port#3-10

Node Card Port#5-9

Node Card Port#5-10

S=R9-F-J3 (MADC)
I=R9-F-J4 (MADC)
V=R9-F-J5 (MADC)
D=R9-F-J6 (MADC)

S=R9-F-J7 (MADC)
I=R9-F-J8 (MADC)
V=R9-F-J9 (MADC)
D=R9-F-J10 (MADC)

SetIn=R5-Slot 13

SetIn=R5-Slot 14

Blower Blower

bi8-rot3-1 & 2 SetIn
signal from cards in
slots 13 & 14 here

yo8-rot3-1 & 2 SetIn
signal from cards in
slots 13 & 14 here

SetIn=R6-Slot 13

SetIn=R6-Slot 14

This blank panel will
feed the signals:
Setin, HiVSetIn,
& JCmdIn to the 
blue G.T and the
Yellow G.T.

S=R9-H-J3 (MADC)
I=R9-H-J4 (MADC)
V=R9-H-J5 (MADC)
D=R9-H-J6 (MADC)

S=R9-H-J7 (MADC)
I=R9-H-J8 (MADC)
V=R9-H-J9 (MADC)
D=R9-H-J10 (MADC)

QUENCH DETECTOR 

QPAIC

Port J5A=yo8-rot3-1-qp
Port J5B=yo8-rot3-2-qp
Port J6A=bi8-rot3-1-qp
Port J6B=bi8-rot3-2-qp

Node Card Port #6-12

GndCurMonCable from
QPA to Gnd Cur Mon
Chassis Input 1
in Rack 13

GndCurMonCable from
QPA to Gnd Cur Mon
Chassis Input 2
in Rack 13

GndCurMonCable from
QPA to Gnd Cur Mon
Chassis Input 3
in Rack 13

GndCurMonCable from
QPA to Gnd Cur Mon
Chassis Input 4
in Rack 13

Ground Current
Monitoring Chassis
for Snake Power
Supplies

Ground Current Channels
From:
bi8-rot3-1 to input 1
bi8-rot3-2 to input 2
yo8-rot3-1 to input 3
yo8-rot3-2 to input 4

Ground Current Channels
To:
Output 1 = bi8-rot3-1 to
R9-F-J14(MADC)
Output 2 = bi8-rot3-2 to 
R9-F-J15(MADC)
Output 3 = yo8-rot3-1 to
R9-H-J14(MADC)
Output 4 = yo8-rot3-2 to
R9-H-J15(MADC)

The Node Card in
this rack is Number 6

BPM FEC


